
Description
Our range of fire dampers are designed to stop the spread of
fire through ductwork, walls, floors and ceilings. The slimline
range is especially suitable for narrow partitions or in-duct
mounting. All fire dampers are fire tested to BS 476 part
20:1987 for four hour duration and are available with optional
installation frame.

Construction
The casing is manufactured from 1.2mm galvanised mild steel;
whilst blades are rollformed from 0.8mm galvanised mild steel
as standard. Grade 430 stainless steel casing and blades are
available as an option.

Size 
From 100 x 100 to 1525 x 1525 in one module.
Multiple assemblies can be supplied.

How to Specify
STATE QUANTITY, THE PRODUCT CODING AND THE SIZE
WIDTH X HEIGHT
e.g. 10 Qty. D18G0+00 300 x 150.
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Specifications & Testing

Fire Tested

European Standard EN 1366 - 2:1999

International Standard ISO 10294 - 1:1996(E)

Horizontal Test Report for 4 Hour Duration TE 201814

Vertical Test Report for 4 Hour Duration TE 201633

Fire Tested to BS 476 Part 20:1987 

for a 4 Hour Duration

Warrington Report WFRC C43264

(Stainless Steel Blades)

Warrington Report WFRC C43265

(Galvanised Blades)

28 Day Salt Corrosion Test

Chatfield Reports C7217 and C7218 refer

Conformance to DW144 and Eurovent 2/2 

as Relevant
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